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OPLASTENI

WFDOC/WFD

Samovrtny Sroub do dfeva s EPDM podlozkou

Samovrtny sroub s tésnici EPDM podloZkou pro prikotveni
stresnich plechl do dfeva a pro spojeni téchto plechii o
maximalni tl. 2x1,25 mm.
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SQ CERAMIC

TECHNICKE UDAJE
primér Sroubu d, [mm] 48 *:f@:'
vrtnd kapacita t mm] 2x1.25
velikost hlavy - W38 ¥
vyska hlavy k [mm] 45 T
o )
priimér hlavy F [mm] 10.0
délka vrtacku [mm] 5.0 F
ocel/EPDM (214)
WFD/WFDOC
hlinik/EPDM (A14)
genici 3 hlinik/EPDM (A14)
tésnici podlozka WFD-D
nerez/EPDM (514)
hlinik/EPDM (A14)
A2-WFD
nerez/EPDM (514)
WFD/WFDOC/ uhlikova ocel
materidl Sroubu WED-D .
A2-WFD nerez ocel A2/bimetal MONTAZNI PARAMETRY
WFD/WFDOC galvanizovany pozink min. 12ym primér Sroubu d, [mm] 48
povrchovd Gprava
WEFD-D/A2-WFD SQ ceramic min. tloustka konstrukce h_ . [mm] 20/30
barveni RAL min. 60 pm kotevni hloubka Sroubu h,[mm] 20/30
material podkladu drevo min. (24 min. vzddlenost Sroubii od sebe S . [mm] 50
certifikace [-] ETA-16/0443 min. vzdélenost Sroubl od kraje  C_ [mm] 25
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et fix

4 8 WFDOC-48025 WFD-48025-RAL WFD-D-48025  WFD-D-48025-RAL 300000 A2-WFD-48025 | 4.8x25 1,25 250
¢ . WFDOC-48035 WFD-48035-RAL WFD-D-48035  WFD-D-48035-RAL 400000 A2-WFD-48035 | 4.8x35 5 250
WFDOC-48055 WFD-48055-RAL WFD-D-48055  WFD-D-48055-RAL 300000 A2-WFD-48055 | 4.8x55 25 200
WFDOC-48060 WFD-48060-RAL WFD-D-48060  WFD-D-48060-RAL 300000 A2-WFD-48060 | 4.8x60 35 200
WFDOC-48070 WFD-48070-RAL WFD-D-48070  WFD-D-48070-RAL 300000 A2-WFD-48070 | 4.8x70 45 200
WFDOC-48080 WFD-48080-RAL WFD-D-48080  WFD-D-48080-RAL 300000 A2-WFD-48080 | 4.8x80 55 100
WFDOC-48100 WFD-48100-RAL WFD-D-48100  WFD-D-48100-RAL 300000 A2-WFD-48100 | 4.8x100 75 100
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